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Abstract - In this paper the instructions for preparing a paper for the Journal of Energy Challenges and Mechanics are given.
Keywords - paper, JECM.
摘要–本文给出《能源挑战与力学》学术期刊的论文模板。
关键词–论文模板, 《能源挑战与力学》学术期刊。
I. Introduction
In order to achieve high quality of Journal of Energy Challenges and Mechanics the authors are requested to follow instructions given in this sample paper. The minimum length is 10 pages.
II. Instruction for Authors
2.1. Text
Times New Roman 10 pt font should be used for normal text. Paragraph should be indented 3.5mm. The spacing before a paragraph is 0 pt, and after a paragraph is 6 pt.
Manuscript have to be prepared in two column layout. The length of the columns should be equalized on the last page. The margins for A4 (210x297) are given in Table 1.

TABLE 1, Page layout description
	Paper size
	А4

	Left margin
	15mm

	Right margin
	15mm

	Top margin
	20mm

	Bottom margin
	34mm

	Column spacing
	5mm


Title must be written using 22pt font, centered. The spacing between title and authors line is 6mm. Author's names (without affiliation) should be typed using 14pt font. Author's affiliation (institution, address) should be given using 10pt font. The corresponding author is marked with * in the author list. The email address of the corresponding author should be provided.
In the beginning of the paper abstract and keywords should be given. It is desirable to use up to 6 keywords. Please, use 9pt bold font for abstract and keywords and 9pt italic for the words "Abstract" and "Keywords". Please do not change the style, including font and sizes of the text; and do not use special characters, symbols, or equations in the abstract.
The title, abstract and keywords appears in both English (American and British English are equally acceptable) and Chinese (simplified and traditional Chinese are equally acceptable) in the conference proceedings. The author’s name appears in English, and also in Chinese if a Chinese name exists. The author can submit the title, abstract and keywords in either English or English-Chinese bilingual (preferred). For the title of the article, we will provide Chinese translation if only English version is received.
Paper text may be divided in a number of sections. Section tiles should be typed using 12pt font in Small Caps Option. For numbering use Roman number. Subsection tiles should be typed using 10pt font in Small Caps Option.
[image: image3.png]Equations should be aligned to the left and labeled; the example of equation is Eq. (1):

[image: image1.wmf](1)

mp

ff

=-+

sss


(1)
Larger equation must be split in multiple lines.
2.2. Table and figure
Tables should normally be made within one column. In rare case it is allowed to use two column tables at the top of the page. Each table must have a caption located above it. For table captions 9pt Small Caps font should be used.
Figures quality with high resolution is important. Each figure must have a caption under it, as in Fig. 2. For figure captions 9pt should be used.
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Fig.2, Fracture surface of a ceramic material.
Figures and tables should normally be within one column. However, if impossible using two column wide figures is allowed, as in Fig. 2; in that case the figure/table must be located at the top of the page, this can be achieved using the Text Box in Microsoft Word.

When referring to an equation, a figure, a table, a section or a literature please use the following expressing: Eq. (1), Fig. 1, Table I, Section I, [1].
The examples for referencing a journal paper, a conference paper, and book according to IEEE Transactions format are given. Details for IEEE citing and referencing style can be found from
http://guides.lib.monash.edu/content.php?pid=346637&sid=3402716
III. Conclusion
In this paper the instructions for preparing camera-ready paper for the Proceedings of 1st International Symposium on Energy Challenges and Mechanics is given.
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Fig.1, In vivo time evolution of surface roughness for a stressed implant..
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